
POINT-OF-SALE PRINTER
TM-U330

SUPREME PRINT SPEED
WITH 24-PIN CLARITY.

Epson continues its range of reliable and high-clarity POS printers with 
the TM-U330. Integrated with 24-pin dot-matrix printing technology, the 
TM-U330 delivers remarkable 180dpi by 180dpi resolution. Intricate 2D 
symbols (barcode and QR code) are also made possible with the latest 
dot matrix printer in Epson’s POS line-up. Along with a high print speed of 
5.0lps, the TM-U330 delivers an exceptional MCBF (Mean Cycles Between 
Failures) of 24 million lines and an auto cutter life of 1 million cuts. 

Cost
Effective

Print Auto
Cutter

Superior 24-Pin Clarity
Deliver high-quality printouts of 180dpi 
by 180dpi resolution.

Swift and Steady
5.0lps print speed with a MCBF of 24 million 
lines and an auto cutter life of 1 million cuts.

Paper-saving
Blank space reduction on receipt printouts 
by up to 75%.



SPECIFICATIONS 
TM-U330

Legend

dpi  dots per 25.4 mm (dots per inch)

cpi  characters per 25.4 mm (characters per inch)

Weight: Approx. 2.8 kg

Dimensions & Weight
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TM-U330MODEL NUMBER

Print Method 24-pin serial impact dot matrix

7 × 24 / 9 × 24, Multi byte code charcter: 24 x 24

Print Font

Font

1.48 × 3.38 mm / 1.91 × 3.38 mm, Multi byte code character: 3.38 x 3.38 mm

95 Alphanumeric, 1 set International, 128 × 3 pages (including user-defined page)

Barcode: CODE39, CODE128

Two-dimensional code: QR code

4 KB or 45 bytes

Built-in USB + Serial interface, Ethernet interface

17.1 cpi / 13.3 cpi

Max 5.0 lps

180 dpi x 180 dpi

76.0 ± 0.5 (W) × dia. 83.0

57.5 ± 0.5 (W) × dia. 83.0

DC +24 V ± 7%

Approx. 1.3 A (Mean)

Character Size (W x H)

Character Set 

Interface

Characters Per Inch

Receive Data Buffer

Print Speed

Dot Density

Approx. 0.1 A (Mean)

External power supply (Model: PS-180)

Standby

Power Supply 

Paper

Roll Paper

Power

Power Consumption

Operating

Supply Voltage

180,000 hours

1 million cuts

10 million lines

24,000,000 lines

Approx. 2.8 kg

248 × 160 × 144 mm

Roll paper x 1 roll (for checking the initial movement of the printer)

Dedicated ribbon cassette (ERC-45 (B/R))

User’s manual (Languages: English)

AC adapter

Power switch cover

Reliability

Printer Mechanism Life

MTBF 

Auto Cutter Life

MCBF

Mass

Overall Dimensions (D x W x H) 

Standard Accessories

144 mm

248 mm

160 mm

144 mm

248 mm

160 mm


