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 EC-BP-120 

Box PC

Features

Speci�cations

• Fast CPU of Intel® Baytrail-D J1900
• Rich I/O Port Combinations
• Industrial Grade Aluminum Case
• 64GB Hard Disk

CPU      Intel® Baytrail-D J1900(2M Cache, up to 2.42 GHz)
BIOS      AMI BIOS
Memory    DDR3L 1333 4GB(max 8G)
Storage       64G SSD
Audio      RealTek  ALC662 HD  Audio 
LAN      Realtek 8111F Gigabit Ethernet
Wireless (Optional)   Intel® Wireless Link 5100, IEEE 802.11a/b/g/Draft-N1 

I/O interface
- Front Panel    Power switch button*1 / Reset Switch Button*1
     Audio *1 / Mic *1 / USB 2.0*1 / USB 3.0*1
     PS_ON*1 / Sim slot*1 / GPI0*1(Optional) 

- Rear Panel    DB9 RS232 port*4  / A type USB2.0*4 / 
     DC(2.5) IN*1 / LAN*1 (Optional 2)
     PS/2 Keyboard*1 / PS/2 Mouse*1 / RJ11*1 / 
     VGA*1 / HDMI*1 / Antenna *1

Operation System   Windows OS (7 or up)

Power Adaptor     Input : 110-240V/50-60HZ AC  power Input
     Output : DC 12V/5A out put
Standby     0.5W
Power Consumption    18W(max)
Operating Condition    0°C - 40°C, 20%RH - 90%RH
Storage Condition    -20°C ~ 70°C, 10%RH - 90%RH
Dimension     236*200*56mm(L*W*H)

N.W      1.6KG
G.W      2.4KG
Safety Certifications    3C, FCC, CE

Accessories     Wall mounting kits (including screws*4)*1(optional), 
     12V/5A power adaptor, power cable, CD driver antenna


